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Willy GuhLin ZQrich 

BlumentopfhuUe 
PtttBtfert Im DeatsehM Reiehe vom 2. Jttii 1929 ab 



Cegenstnnd der Erfindun^ ist etne Blumen* 
topthulie mtc einem kegeistumpfformigen 
Mantel aus blegsaqient, waiserahweisendeitt 
Material 

S Es sind schon derartige Kiillen aus BIcch 
vorgeschlagen worden, wclchc jcdoch cine 
Trennstelle besaQen und, da sie auQer* 
dem ketnen Boden batten, das aus dem Blu« 
mcntopf betm BegteOen austretende uber- 

iQ schussige VVasser nieht batten konnten. 
VVeiterhtn schon vorgesehlagene Blumentopf* 
lutlien mit einem Mantel aus Papier und einer 
auOercn Schmuekbckleidung aus wasserdieb* 
tern Fascrstolt besaOen awar cinen Bo> 

IS den.'^welcher jedocb nur mit Klammem ein- 
gesetzt war; da der Papiermantel ebenjalb 
eine Trennstelle besaB, warcn dtcse HtiHen 
ebenfalls niebt wasserdicht. batten aber den 
Febler, nicbt ausdehnungsfabig zu sein, so 

so dafi dieselben nur fur etne BtumentopfgroSe 
verwendet werden konmen. 

Diese Mangel werden nun bei der Blumcn> 
topfbiiUe genuB der Erfindung dadurcb be? 
seitigt. daS der im Zickzaek gefaltetc Mantel 

15 aus einem Stuck mit dem Boden bestebt. so 
daS ein gesehlossener Beltalter gebtldet wird: 
dureb die Fatten lauCt etne zu verknupfende 
Kordel. 

Dank der Ausbildung der Hulle kann die- 
so sclbe in weiten Grensen BlumentSpfen von 
verscbiedenem Durehmesser rascb und ein* 
fach angepaBt werdent wobet sie trotzdem 
reiebltch Luft zum Blumentopf seitlicb zu* 



tretcn luOt: das UberschuBwasser kann sich 
in der HiiUe ansammeln. ohne dicseihe zu be- 35 
sehadtgen Oder heraustulaufen. GleFcbzettig 
erh5bt die Faltung die Widerstandsfahigkeit 
der Hulle* welche in bekannter Weise aus 
CeUujoijI, CcUon, Gummi, tmpragniertent 
PreSspan, Olpapier oTSgl/ bergestellt wird. 4 

Ein Ausfubrungsbetspicl dcs Erfindungs- 
gegcnstandes ist in der Zcichnung dargestellt. 
und z\\*ar zeigt dieselbe cine Blumentopfbiilie 
in Ansicbt. 

Die in der Zeiehnung dargestelUe Blumen* 4% 
topfbSlle bildet einen kegelstttmpfformigeiu 
unten dureh einen Boden gescblossenen Be- 
bSlter I z. B. aus Celluloid, in welcben rings* 
um eine ZtckzaekfaUelung geprcBt ist. 
Dureh samtltche Fallen geht eine Kordels sa 
bindurcb, durdi deren Lockem oder Zu- 
sammenzieben der Behalter gedehnt oder ver- 
engt und auf diese Weise genau dem oberen 
Durcbmesser des Blumentopfes ingepaBt 
werden kann« ss 

PATENTAKSraUCB: 

BlumentopfbuIIe mit einem kegelstumpf- 
formigea Mantel aus biegsamem, wasser* 
abweisendcm Material, dadurcb gekenn- s 
zeiehnet* daB der im Zickzack vorgefaltete 
Mantel aiu einem Stuck mit dem Boden 
bestebt, so daB ein gescblossener Bebilter 
gebildet wird, wobei durcb die Faltung 
des Mantels eine zu verkniipfende 1 se 6$ 
Kordel Buft 
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WiUy Guhl in Zurich 
Fl werpot wrapper. 

Patented in the German Empire from July 2, 1929 forward. 

The object of the invention is a flowerpot wrapper with a truncated-cone-shaped covering 
made of a flexible, water-repellent material. 

Such wrappers made of sheet metal, but which had a separation point, have already been 
proposed; and since they also had no bottom, the excess water coming out of the 
flowerpot during watering could not be retained. Moreover, already proposed flowerpot 
wrappers with a covering made of paper and an outer decorative jacket made of 
waterproof fibrous material, in fact, had a bottom, which was, however, attached only 
with staples; since the paper covering likewise had a separation point, these wrappers 
were likewise not watertight, and had the flaw of not being expandable such that they 
could only be used for one flowerpot size. 

These drawbacks are now eliminated with the flowerpot wrapper according to the 
invention in that it consists of a covering folded in a zigzag made in one piece with the 
bottom such that a closed container is formed; a tying cord runs through the folds. 

Thanks to the design of the wrapper, it can be quickly and simply adapted within broad 
limits to flowerpots of different diameters, whereby it nevertheless permits ample air to 
reach the sides of the flowerpot; the excess water can collect in the wrapper without 
damaging it or running out. At the same time, the folding increases the strength of the 
wrapper which is produced in known fashion from celluloid, cellon [a synthetic material 
similar to cellophane], rubber, impregnated laminated fiber sheets, oil paper, or the like. 

An exemplary embodiment of the invention is depicted in the drawing, which shows a 
flowerpot wrapper in elevation. 
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The flowerpot wrapper depicted in the drawing forms a truncated-cone-shaped container 
1 closed on the bottom by a base, made, for example, of celluloid, into which zigzag 
pleating is pressed all the way around. A cord 2, by means of whose loosening or 
tightening the container can be expanded or narrowed and thus adapted precisely to the 
upper diameter of the flowerpot, passes through all the folds. 

CLAIM: 



Flowerpot wrapper with a truncated-cone-shaped covering made of a flexible water- 
repellent material, characterized in that the covering prefolded in a zigzag is one piece 
with the bottom, such that a closed container is formed, whereby a lose tying cord runs 
through the pleating of the cover. 

One page of drawings follows. 



3 



